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as a valye not to be exceeded even for short periods of time. According
to Patty’, the absorption of xylene through the skin is not of industrial
significance. .

Dimethy1formamide (D@F) has a recommended threshold 1imit value (TLV)2
and an OSHA standard™ of 10 PPM (30 mg/m”). It is capable of being
absorbed through the skin with resulting abdominal pain and liver damage.

The criteria for toluene exposure recommended by NIOSH6 is 100 PPM (375 mg/ma)
as a time-weighted ayerage for an eight hour wordeay, with a ceiling value
of 200 PPM (750 mg/m~) not to be exceeded. ACGIH" also recommends a 100 PPM

time weighted average TLV although 1t does not set a maximum concentration..

Since xylene, DMF, and toluene are present simultaneously in the work
environment, their combined effects should be considered as additive. If
the sum of the fractions

is greater than one, then the threshold Timit value of the mixture should

be considered as being exceeded. C_, C MF> and Cy indicate the concentration
of xylene, DMF, and toluene respect%va]B, found in a sample. TLV,_, TLVDMF
and TLVT indicate the threshold 1imit value of xylene, DMF and tofuene. -

D. Evaluation Results

The concentrations of xylene, DMF and toluene measured during this
investigation are shown in Table 1. No benzene was detected. Most samples
were of approximately four hour duration, the first two sets being taken

with the personal sampling equipment carried by the workers. Concentrations
of xylene up to the TLV were estimated for short periods of time within a foot
of the work table with the use of detector tubes, but peak concentrations
were no more than a fourth of the TLV in the workers' breathing zones.

Measurements of air velocity at the slot exhaust on the work table indicated
an average air flow of approximately 2200 feet per minute. This is 10% 8
greater than the velocity recommended for this type of system by the ACGIH™.
General exhaust ventilation, totaling approximately 5500 cubic feet per
minute when the work table ventilation is not in operation, is sufficient
to produce an air change in the shop every few minutes.

Evaluation of the medical and occupational histories did not indicate any
abnormalities which were attributable to exposure to either xylene, DMF, or
toluene.
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E. Summary and Conclusions

Based on environmental sampling and review of medical information, it is
concluded the employees are not exposed to toxic levels of vapors from the
stripping or refinishing operations. It is important, however, that current
safety measures be continued.

RECOMMENDATIONS

Since the use of respirators has become an accepted work practice in this
plant, and since xylene and toluene have ceiling TLV's, it is recommended

that the current practice of using respirators during periods of potentially
high exposure to solvent vapors be continued. Even though solvent concen-
trations were generally well below potentially toxic levels during this survey,
higher concentrations could result from such factors as a decrease in
ventilation, a longer work day due to a heavy work load, or higher vapor
pressure of the solvent during hot weather.

Storage of respirators should be away from areas of solvent usage and in
airtight containers. Respirators should be cleaned periodically and
inspected for cracks, bad seals, worn or missing gaskets, worn straps, etc.

From the description of the process of cleaning the automatic stripper

it is felt that this is a potentially dangerous situation. Since the worker
is entering a somewhat confined space, and since there is a high probability
of extremely high concentrations of solvent vapor and possibly low concentrations
of oxygen near the floor, it is strongly recommended that a second person be
nearby during the process, outside the enclosure but within constant

visual contact with the first person, to give immediate assistance in case

of dizziness or unconsciousness. Due to the short duration of this process,
the nature of the operation, and safety precautions already in effect (such
as respirators, protective clothing, and removal of as much solvent as
possible), more elaborate precautions do not appear practical.

~_Periodic visual inspections_should be made of the ventilation s stem,
including ducts and outlets, to maintain a clean and efficient gystem

These recommendations are intended to supplement, not replace, the current
work practices. Continued careful and intelligent handling of these
chemicals, including the use of personal protective equipment such as gloves
and aprons, is encouraged.
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TABLE T
ATMOSPHERTIC VAPOR CONCENTRATION

CHEM CLEAN COMPANY
HUDSON FALLS, NEW YORK

APRIL 22, 1976

DESCRIPTION TIME CONCENTRATION, mg/ m3

" PERIOD XYLENE TOLUENE DMF
Personal Sample A.M. 32.0 4.6 <0.2
on Refinisher P.M. 20.4 i <0.2
Personal Sample AM. 43.1 <0.3 <0.3
on Stripper P.M i &7 2 .3 <0.3
Area Sample - 4' A.M 38.0 <0.2 <0.2
from Work Tray P.M 15.4
Area Sample = Breathing
Zone Level, Directly AM. 46.5 <0.2 <0.2
above Work Tray M. 79 0.6 <0.3
Area Sample - Breathing
Zone Level, above GE AM 7.2 i % 2
machine P.M 12.5 0.8 <0.3
Area Sample - In
Storage Room 8 HR. 7.2 0.1 <0.1
Area Sample - Breathing
Zone Level in Paint A.M. 173 2.6 <0.1
Spray Room P.M 20.9 2.2 <0.7

Area Sample - Desk
Level, Stripping Room 8 HR. 4.9 <0.4 <0.4





